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 Durable surface protection by galvanizing

 Support adapter for retrofit at any time 
PPH-AA allows for quick and more accurate fit 
in. (1 unit required per PPH)

 2-man carrying handle PPH-2-HG for all 
PPH models. With one wing nut, the handle can 
be turned through 90° as required.

For laying concrete and natural stone slabs.
Large adjustable range for all slabs.
 With large leverage 
 Very stable professional design
 Galvanized finish
 Exchangeable grippers
 PPH-S comes as a set with a basic unit and
 3 sets of grippers

Professional-Slab Handle PPH

Type Gripping Range*
W mm (in)

Working Load Limit
WLL kg (Ibs)

Dead Weight
kg (Ibs)

Order-Number

PPH-10/37 100 – 370 (4 – 14½”) 60 (130) 1.5 (3.2) 5320.0053
PPH-22/50 220 – 505 (7½ – 19½”) 60 (130) 1.5 (3.2) 5320.0052
PPH-33/62 330 – 620 (13 – 24”) 60 (130) 1.5 (3.2) 5320.0054
PPH-S-10/62 100 – 620 (4 – 24”) 60 (130) 3 (7) 5320.0055
PPH-AA 0,1 (0.2) 4320.0079
PPH-2-HG 2,3 (5) 4320.0085
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Measuring and Marking Tool MAL
An essential aid for the exact measuring and 
marking of lengths and angles on pavers.

 Type     Dead Weight Order-Number
      kg (lbs)

 MAL     0,5 (1.1) 5180.0026

Aluminium Angle AW

Type Side Length
mm (in) 

Dead Weight 
kg (Ibs)

Order-Number

AW-60 600 x 600 (24“x  24“) 0,6 (1.3) 5180.0052
AW-120 1,200 x 1,200 (47“x  47“) 1,0 (2.2) 5180.0085

Operating angles: 45° and 90°.
Foldable. 
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